
 STANDARD RF INDUCTORS - SURFACE MOUNT

CC4H1008
Ceramic Wirewound, High Performance
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CF4H1008
Ferrite Wirewound, High Performance

Data Overview*

CC4H1008 Footnotes:

RoHS
COMPLIANT

RoHS
COMPLIANT

These RoHS components meet the ≤ 0.1% lead requirement and they are compatible with 260° soldering processes.

* Please refer to series-specific datasheets for complete info:

     CF4H1008  
CC4H1008  

 CF4H1210 
CC4H1210  

 CF4H1812 
CC4H1812  

CC4H1008-0082M 0.0082 50  50 500 3200 0.090 1840 
CC4H1008-010*1 0.010 50  50 500 3100 0.090 1840 
CC4H1008-012*1 0.012 50  55 500 3000 0.100 1740 
CC4H1008-015*1 0.015 50  60 400 2800 0.100 1740 
CC4H1008-018*1 0.018 50  65 350 2600 0.110 1600 
CC4H1008-022*1 0.022 50  70 350  2400 0.110 1600 
CC4H1008-027*1 0.027 50  70 350  2200 0.120 1520 
CC4H1008-033*1 0.033 50  70 350  2000 0.130 1460 
CC4H1008-039*1 0.039 50  75 350  1800 0.140 1340 
CC4H1008-047*1 0.047 50  75 350  1550 0.140 1340 
CC4H1008-056*2 0.056 50  75 350  1400 0.160 1260 
CC4H1008-068*2 0.068 50  70 350  1300 0.180 1190
CC4H1008-082*2 0.082 50  70 350  1200 0.200 1120 
CC4H1008-100*2 0.100 25  70 350  1100 0.210 1100

CF4H1008-120* 0.12 25  45 75 900 0.15 1420 
CF4H1008-150* 0.15 25  45 75 800 0.18 1300 
CF4H1008-180* 0.18 25  45 75 750 0.20 1230 
CF4H1008-220* 0.22 25  45 75 700 0.22 1120 
CF4H1008-270* 0.27 25  45 75 600 0.24 1080 
CF4H1008-330* 0.33 25  45 75 520 0.25 1050 
CF4H1008-390* 0.39 25 40 75 450 0.25 1050
CF4H1008-470* 0.47 25  40 75 400 0.26 1030 
CF4H1008-560* 0.56 25  40 75 375 0.27 970 
CF4H1008-680* 0.68 25  40 75 330 0.30 920
CF4H1008-820* 0.82 25  40 75 300 0.32 890 
CF4H1008-101* 1.0 7.9  35 50 280 0.35 850
CF4H1008-121* 1.2 7.9  35 50 260 0.38 815
CF4H1008-151* 1.5 7.9  35 50 240 0.41 785
CF4H1008-181* 1.8 7.9  35 50 220 0.46 740
CF4H1008-221* 2.2 7.9  35 50 205 0.75 580 
CF4H1008-271* 2.7 7.9  35 50 185 0.95 515 
CF4H1008-331* 3.3 7.9  35 50 170 1.35 430 
CF4H1008-391* 3.9 7.9  35 50 155 1.50 410 
CF4H1008-471* 4.7 7.9  35 25 140 1.60 400 
CF4H1008-561* 5.6 7.9  35 25 128 1.70 390 
CF4H1008-681* 6.8 7.9  30 25 110 2.00 355 
CF4H1008-821* 8.2 7.9  30 25 95 2.20 340 

FERRITE CORE

CF4H1008-102* 10 7.9  30 25 80 2.40 325 
CF4H1008-122* 12 2.5  30 25 70 3.50 270 
CF4H1008-152* 15 2.5  30 25 65 4.10 250
CF4H1008-182* 18 2.5  30 7.9 0 4 5.00 225 
CF4H1008-222* 22 2.5  30 7.9 35 6.00 205
CF4H1008-272* 27 2.5  30 7.9 30 7.00 190
CF4H1008-332* 33 2.5  30 7.9 25 8.00 180 
CF4H1008-392* 39 2.5  30 7.9 20 9.00 170 
CF4H1008-472* 47 2.5  30 2.5 16 10.0 160 
CF4H1008-562* 56 2.5

2.5  
  30 2.5 14 11.0 152

CF4H1008-682* 68 30 2.5 12 13.0 140 
CF4H1008-822* 82 2.5  30 2.5 10 14.0 135
CF4H1008-103* 100 2.5  30 2.5 9.6 16.0 125

L   Q SRF DCR CURRENT  
 PART L TEST Q TEST MHz OHMS RATING 

   NUMBER  FREQ MHz MIN FREQ MHz MIN MAX mA DC MAX     µH 

CF4H1008 Footnotes:
*Substitute “K” for 10% tolerance, “J” for 5% tolerance, “G” for 2% tolerance
Optional tolerances of 3% or 1% may be available; please contact factory.
Custom designs are available to meet your specific requirements; please contact factory.

*1 Substitute “M” for 20% tolerance, “K” for 10% tolerance
*2 Substitute “K” for 10% tolerance, “J” for 5% tolerance
Optional tolerances of 3%, 2% or 1% may be available; please contact factory
Custom designs are available to meet your specific requirements; please contact factory.

http://www.gowanda.com/catalog/standard/cc4h1008-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1008-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cc4h1210-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1210-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cc4h1812-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1812-detail.html#datasheet


 STANDARD RF INDUCTORS - SURFACE MOUNT

CC4H1210
Ceramic Wirewound, High Performance
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CF4H1210
Ferrite Wirewound, High Performance

Data Overview*

CC4H1210 Footnotes:

RoHS
COMPLIANT

RoHS
COMPLIANT

These RoHS components meet the ≤ 0.1% lead requirement and they are compatible with 260° soldering processes.

* Please refer to series-specific datasheets for complete info:

     CF4H1008  
CC4H1008  

 CF4H1210 
CC4H1210  

 CF4H1812 
CC4H1812  

FERRITE CORE

CF4H1210 Footnotes:

L & Q  SRF DCR CURRENT  
  PART     L FRTEST EQ Q MHz OHMS RATING 

   NUMBER  MHz MIN MIN MAX mA DC MAX 

CC4H1210-010*1 0.010 50  45 4000 0.080 2000 
CC4H1210-012*2 0.012 50  45 3500 0.080 2000 
CC4H1210-015*2 0.015 50  45 3000 0.090 1900 
CC4H1210-018*2 0.018 50  40 2500 0.090 1900 
CC4H1210-022*2 0.022 50  40 2200 0.100 1700 
CC4H1210-027*2 0.027 50  40 2000 0.100 1700 
CC4H1210-033*2 0.033 50  40 1800 0.110 1520 
CC4H1210-039*3 0.039 50  40 1600 0.110 1520 
CC4H1210-047*3 0.047 50  40 1400 0.120 1450 
CC4H1210-056*3 0.056 50  40 1200 0.130 1400 
CC4H1210-068*3 0.068 50  40 1100 0.140 1340
CC4H1210-082*3 0.082 50  40 1000 0.150 1300

    µH 

CF4H1210-100*1 0.10 25  45 1100 0.07 2170 
CF4H1210-120*1 0.12 25  45 1100 0.07 2170 
CF4H1210-150*1 0.15 25  45 1050 0.08 1950 
CF4H1210-180*1 0.18 25  50 1050 0.09 1840 
CF4H1210-220*1 0.22 25  50 1000 0.10 1740 
CF4H1210-270*1 0.27 25  50 1000 0.10 1740 
CF4H1210-330*1 0.33 25  50 1000 0.11 1520 
CF4H1210-390*2 0.39 25  50 900 0.17 1220 
CF4H1210-470*2 0.47 25  45 400 0.20 1120 
CF4H1210-560*2 0.56 25  45 400 0.22 1070 
CF4H1210-680*2 0.68 25  45 375 0.25 1000
CF4H1210-820*2 0.82 25  45 330 0.27 960
CF4H1210-101*2     1.0   7.9  45        330     0.30   920 
CF4H1210-121*2     1.2       7.9 40   250     0.34   860
CF4H1210-151*2     1.5  7.9      40   250     0.39   800 
CF4H1210-181*2     1.8  7.9      40   200     0.40   790 
CF4H1210-221*2     2.2  7.9      40   190     0.46   740 
CF4H1210-271*2     2.7  7.9      40   175     0.51  700 
CF4H1210-331*2     3.3  7.9      40   160     0.85  550 
CF4H1210-391*2     3.9  7.9      40   150     0.92  520 
CF4H1210-471*2     4.7  7.9      45   140  1.00   500 
CF4H1210-561*2     5.6  7.9      45   135  1.10   475 
CF4H1210-681*2     6.8  7.9      45   130  1.90   365 
CF4H1210-821*2     8.2  7.9      40   110  2.00   355 
CF4H1210-102*2   10.0   7.9      40   100  2.20   340
CF4H1210-122*2  12  2.5  40  70  2.50  320
CF4H1210-152*2  15  2.5  40  60  2.70  300 
CF4H1210-182*2  18  2.5  40  45  3.00  290 
CF4H1210-222*2  22  2.5  35  22  3.30  275 
CF4H1210-272*2  27  2.5  35  20  3.50  270 
CF4H1210-332*2  33  2.5  35  25 5.30  215 
CF4H1210-392*2  39  2.5  35  25  5.80  210 
CF4H1210-472*2  47  2.5  35  25  6.40  200 
CF4H1210-562*2  56  2.5  35  25 7.00  190 
CF4H1210-682*2  68  2.5  35  20 7.70  180 
CF4H1210-822*2  82 2.5  35 20  8.50  170 
CF4H1210-103*2        100  2.5  35    19 9.50  160

*1 Minimum tolerance available is 15%
*2 Substitute “M” for 20% tolerance, “K” for 10% tolerance
*3 Substitute “M” for 20% tolerance, “K” for 10% tolerance, “J” for 5% tolerance, “G” for 2% tolerance
Optional tolerances of 3% or 1% may be available; please contact factory.
Custom designs are available to meet your specific requirements; please contact factory.

*1 Substitute “M” for 20% tolerance, “K” for 10% tolerance
*2 Substitute “M” for 20% tolerance, “K” for 10% tolerance, “J” for 5% tolerance, “G” for 2% tolerance
Optional tolerances of 3% or 1% may be available; please contact factory.
Custom designs are available to meet your specific requirements; please contact factory.

http://www.gowanda.com/catalog/standard/cc4h1008-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1008-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cc4h1210-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1210-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cc4h1812-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1812-detail.html#datasheet


 STANDARD RF INDUCTORS - SURFACE MOUNT

CC4H1812
Ceramic Wirewound, High Performance
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CF4H1812
Ferrite Wirewound, High Performance

Data Overview*
L & Q  SRF DCR CURRENT  

  PART     L FRTEST EQ Q MHz OHMS RATING 
   NUMBER  MHz MIN MIN MAX mA DC MAX 

CC4H1812-010*1 0.010 50  55 3700 0.060 2430 
CC4H1812-012*1 0.012 50  55 3300 0.060 2430 
CC4H1812-015*1 0.015 50  55 2900 0.060 2430 
CC4H1812-018*1 0.018 50  55 2600 0.070 2250 
CC4H1812-022*1 0.022 50  50 2400 0.080 2100 
CC4H1812-027*1 0.027 50  50 1800 0.080 2100 
CC4H1812-033*1 0.033 50  50 1500 0.110 1790 
CC4H1812-039*2 0.039 50  50 1400 0.120 1720 
CC4H1812-047*2 0.047 50  50 1300 0.135 1560 
CC4H1812-056*2 0.056 50  50 1200 0.135 1560 
CC4H1812-068*2 0.068 50  50 1100 0.135 1560
CC4H1812-082*2 0.082 50  50 1000 0.135 1560
CC4H1812-100*2 0.100 25  40 1000 0.135 1560

FERRITE CORE
CF4H1812-120*1 0.12 25  40 900 0.06 2430 
CF4H1812-150*1 0.15 25  45 800 0.08 2100 
CF4H1812-180*1 0.18 25  50 700 0.08 2100 
CF4H1812-220*1 0.22 25  55 650 0.13 1650 
CF4H1812-270*1 0.27 25  55 600 0.14 1590 
CF4H1812-330*1 0.33 25  55 550 0.15 1540 
CF4H1812-390*2 0.39 25  60 550 0.16 1430 
CF4H1812-470*2 0.47 25  60 500 0.16 1430 
CF4H1812-560*2 0.56 25  60 500 0.18 1350 
CF4H1812-680*2 0.68 25  55 500 0.25 1150
CF4H1812-820*2 0.82 25  55 500 0.30 1050
CF4H1812-101*2     1.0   7.9  53        480     0.33   990 
CF4H1812-121*2     1.2       7.9 50   370     0.37   940
CF4H1812-151*2     1.5  7.9      50   310     0.41   900 
CF4H1812-181*2     1.8  7.9      50   250     0.45   850 
CF4H1812-221*2     2.2  7.9      50   215     0.48  830 
CF4H1812-271*2     2.7  7.9      50   205     0.54   780 
CF4H1812-331*2     3.3  7.9      50   200     0.60   740 
CF4H1812-391*2     3.9  7.9      55   195     0.66   680 
CF4H1812-471*2     4.7  7.9      55   185  0.72  650 
CF4H1812-561*2     5.6  7.9      55   150  0.90   580 
CF4H1812-681*2     6.8  7.9      55   130  1.10   525 
CF4H1812-821*2     8.2  7.9      60   110  1.30   485
CF4H1812-102*2   10.0   7.9      60   92  1.50  450 
CF4H1812-122*2  12  2.5  55  70  1.60  435
CF4H1812-152*2  15  2.5  50  50  1.80  410 
CF4H1812-182*2  18  2.5  50  40  2.00  390 
CF4H1812-222*2  22  2.5  50  35  2.20  370 
CF4H1812-272*2  27  2.5  50  32  2.50 350 
CF4H1812-332*2  33  2.5  50  29  2.80  315 
CF4H1812-392*2  39  2.5  50  27  3.10 300 
CF4H1812-472*2  47  2.5  50  25  3.30  290 
CF4H1812-562*2  56  2.5  50  23  4.10 260 
CF4H1812-682*2  68  2.5  50  21 4.90  240 
CF4H1812-822*2  82  2.5  55  19  5.70 220 
CF4H1812-103*2        100  2.5  55    17  6.50  207
CF4H1812-123*2     120       0.79 55   14     7.30   195
CF4H1812-153*2     150  0.79      50   12     8.10   185
CF4H1812-183*2     180  0.79      45   10     8.90   177 
CF4H1812-223*2     220  0.79      44   8     9.50   171 
CF4H1812-273*2     270  0.79      44   6     10.0   167 
CF4H1812-333*2     330  0.79      43   4     11.0   159 
CF4H1812-393*2     390  0.79      42   3     11.0  159 
CF4H1812-473*2     470  0.79      42   3  12.0   152 
CF4H1812-563*2     560  0.79      42   3  17.0   128 
CF4H1812-683*2     680  0.79      40   3  21.0   115 
CF4H1812-823*2     820  0.79      35   2.5  26.0   103 
CF4H1812-104*2     1000  0.79      35   2  30.0   96 

CC4H1812 & CF4H1812 Footnotes:
*1 Substitute “M” for 20% tolerance, “K” for 10% tolerance
*2 Substitute “M” for 20% tolerance, “K” for 10% tolerance, “J” for 5% tolerance, “G” for 2% tolerance
Optional tolerances of 3% or 1% may be available; please contact factory.
Custom designs are available to meet your specific requirements; please contact factory.

RoHS
COMPLIANT

RoHS
COMPLIANT

These RoHS components meet the ≤ 0.1% lead requirement and they are compatible with 260° soldering processes.

* Please refer to series-specific datasheets for complete info:

     CF4H1008  
CC4H1008  

 CF4H1210 
CC4H1210  

 CF4H1812 
CC4H1812  

 µH 

http://www.gowanda.com/catalog/standard/cc4h1008-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1008-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cc4h1210-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1210-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cc4h1812-detail.html#datasheet
http://www.gowanda.com/catalog/standard/cf4h1812-detail.html#datasheet



